
 

 

 

 

 

 

 

 

 

 

 

 

 

      

 

 

Installation Manual 

                     

                       A Brighter Future… 

 

 

 

www.westcoastsaunas.com 

service@westcoastsaunas.com 

 

 

 

 

Technical Support 

                      1-800-975-6180 ext 2 

 



                     Electrical Requirements                       

Malibu 110/120volt 15amp Dedicated Circuit/Outlet  

                        NEMA Straight 5-15P/ NEMA 5-15R 

 

Newport 110/120volt 20amp Dedicated Circuit/Outlet  

                        NEMA Straight 5-20P/ NEMA 5-20R 

 

Del Mar 110/120volt 20amp Dedicated Circuit/Outlet  

                        NEMA Straight 5-20P/ NEMA 5-20R 

 

Hollywood 220/240volt 20amp Dedicated Circuit/Outlet  

                        NEMA Straight 6-20P/ NEMA 6-20R 
 

 

  Malibu Plug                 Newport Plug              Del Mar Plug            Hollywood Plug 

                            
Dedicated requires that no other appliance should share outlet/circuit with sauna. 

Failure to comply with this requirement may cause electrical interruption and 

diminished sauna performance. It is recommended that a qualified electrician install 

your dedicated electrical wiring for proper sauna function and to avoid any 

potential electrical hazards. Please make sure sauna is properly grounded. Serious 

injury may result if proper electrical requirements are not met. Sauna must be shut 

down for at least 30 minutes after 1 1/2 hour of use.  Please follow all instructions 

carefully. Please make sure to select a location that is a flat surface. Please keep 

sauna away from any potential hazards including any water source. Please select a 

dry suitable location for sauna installation. Do not expose the heater elements to any 

water source as it may cause electrical shock. Please read the following instructions 

carefully. If you should have any questions, please do not hesitate to contact us 

direct at 1-800-975-6180 ext 2 or service@westcoastsaunas.com. We would like to 

thank you for your purchase and wish you a great sauna experience. 

 

. The electrical cord
e

Please note that the electrical cord on the sauna extends out

from the top roof. The cord is approximately 9 feet long. It is

recommended that the location of the outlet you are having

installed be above 75", which is the height of the sauna. The

cord may not reach the outlet if you install near the base of the

sauna. This recommendation is for the Del Mar, Newport and

Hollywood Saunas. The Malibu Sauna does not require a new

outlet.
Dedicated requires that no other appliance should share outlet/circuit with sauna. Failure to comply with this

requirement may cause electrical interruption and diminished sauna performance.It is recommended that a

qualified electrician install your dedicated electrical wiring for proper sauna function and to avoid any

potential electrical hazards. Please make sure sauna is properly grounded. Serious injury may result if proper

electrical requirements are not met. Please make sure to select a location that is a flat surface. Please keep

sauna away from any potential hazards including any water source. Please select a dry suitable location for

sauna installation. Do not expose the heater elements to any water source as it may cause electrical shock.

Please read the following instructions carefully. If you should have any questions, please do not hesitate to

contact us direct at 1-800-975-6180 ext 2 or service@westcoastsaunas.com









The towel rack, magazine rack, and cup holders can be installed using the silver

screws provided in your packaging. The location of the accessories is your

perference.

Place the bench stand panel by lining up its sides with the vertical guides on each side

panel. Note: Sauna may require that you remove one of the side heater covers (wood grills)

in order for the bench stand to fit. After you have positioned the bench stand panel, please

plug in all of the heater electric cords into the back panel.

Install the bench panel on top of the bench stand. Be

careful not to scratch the side panels when doing so.

Make sure to position the bench so that smooth and

finished sides of the bench are facing up and forward.

Note: Sauna may require that you remove

one of the side heater covers (wood grills)

in order for the bench seat to fit.

Bench Seat

Install the bench seat. Be careful not to scratch

the side panels when doing so. Make sure to

position the bench so that smooth and

finished sides of the bench are facing up and

forward.

Note: It may be required that you remove

one of the side heater covers (wood grills)

in order for the bench seat to fit.
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There is a 12volt acc plug

that can be used for your

LCD/DVD upgrade. If not

used a wood knob is

provided to cover the hole.

There are 3 ribbon

connectors(white)

Power/Chromo Lights/

Temp Sensor
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The towel rack, magazine rack, and cup holders can be installed

using the silver screws provided in your packaging. The location of

the accessories is your perference.

The towel rack, magazine rack, and cup holders can be installed using the silver

screws provided in your packaging. The location of the accessories is your

perference.


